






APPLICATIONS
Double doors with maximum door width of 
1250 – 2500 mm.

FEATURES
CE-certified•	
Can be used with wall magnets•	
Recommended to use with 2 pcs DC250 door •	
closer

 

ACCESSORIES
Support brackets available to simplify installation.

ABLOY® FD451  
MEChANICAL DOOR COORDINATOR
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MEChANICAL DOOR COORDINATOR
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ABLOY® FD451 
MEChANICAL DOOR COORDINATOR

ABLOY® FD454  
ELECTROMEChANICAL hOLD OPEN DEvICE

APPLICATIONS
Double doors with maximum door width of 
1250 – 2500 mm.

FEATURES
CE-certified•	
Electromechanical hold open device for active door •	
or hold open for both doors with hold open device 
in inactive door and coordinator in active door
Supplied with coordinator and arms•	
Recommended to use with 2 pcs DC250 door •	
closer

ABLOY® FIRE DOOR CLOSING SYSTEMS

APPLICATIONS
Double doors with maximum door width of 
1250 – 2500 mm.

FEATURES
CE-certified•	
Two electromechanical hold open devices•	
Supplied with coordinator and arms•	
Recommended to use with 2 pcs DC250 door •	
closer

ABLOY® FD452  
ELECTROMEChANICAL hOLD OPEN DEvICE
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ABLOY® FIRE DOOR CLOSING SYSTEMS

ABLOY® FD454 
Hold open for both doors

Hold open device

Inactive

A
ctive

ABLOY® FD451 	
MECHANICAL DOOR COORDINATOR

ABLOY® FD452 Two electromechanical 
hold open devices

Hold open device

Inactive

A
ctive

Inactive
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ctive

ABLOY® FD454 
Hold open for active door

Hold open 
device

Inactive

A
ctive

The doors are held open by the hold-open devices in 
the selected angle (1).  When the power is switched 
off, e.g. when the smoke detectors react to smoke, 
the doors close so that the inactive door closes first 
(2), and when it is completely closed the active door 
starts to close (3). Hold open angle for both doors can 
be adjusted from 80° to 130°. Power consumption  2 
x 60 mA.   

During the day the doors are normally closed and the 
active door is used as passage door. If both doors need 
to stay open, the active door must be opened first 
(1), after which the inactive door can be opened (2). 
The co-ordinator holds the active door in the desired 
angle during the time the inactive door is open. The 
inactive door stays open only if someone holds it or 
a wall magnet is used. When the inactive door is 
closed (3), the active door starts to close (4).

The inactive door is normally closed (1) and remains 
open only if someone holds it open. When the power 
is switched off, e.g. when smoke detectors react to 
smoke, the active door closes. Hold open angle for 
active door can be adjusted from 80° to 130°. Power 
consumption 1 x 60 mA.

The above solutions can be installed on the closing 
side of the door with the help of a small accessory set  
ABLOY® FD100 (see page 15).

During the day both doors are normally held open. 
The inactive door is held open by the hold open device 
in the angle determined during the installation. The 
active door is held open by the coordinator. The 
hold open angle of the active door is adjustable (up 
to 150°). When the power is switched off, e.g. when 
the smoke detectors react to smoke, the passive door 
closes first (1), and when it is completely closed, the 
active door starts to close (2). Power consumption 1 
x 60 mA.
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FD451 - FD454 INSTALLATION

ABLOY® FD451 -  FD454 	

FD100 is needed for passive door in closing side 
installation. FD100 must be specified when 
ordering.
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OPENING SIDE 

CLOSING SIDE 

activeINACTIVE

activeINACTIVE

1250 - 2500

1350 - 2500
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OPENING SIDE CLOSING SIDE CLOSING SIDE 

ACCESSORIES

Straight mounting plate ABLOY® DC103 for 
single or double doors

Angle mounting plate ABLOY® DC105 for single 
or double doors

Angle mounting plate ABLOY® DC109 for 
double doors

Accessory set ABLOY® FD100 for closing side 
installation in double doors

It is recommended to use mounting plates. NOTE: is not included in standard delivery, it 
must be specified separately.

ABLOY® DC103 	 ABLOY® DC105 (+ DC109) 	

ACCESSORIES
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Abloy Oy
Wahlforssinkatu 20
P.O.Box 108
FI-80101 JOENSUU
FINLAND
Tel.	 +358 20 599 2501
Fax	 +358 20 599 2209

www.abloy.com

An ASSA ABLOY Group brand

Abloy Oy is one of the leading manufacturers of locks, locking systems and architectural hardware and the world’s leading developer of products in the field of electromechanical 
locking technology.

ASSA ABLOY is the global leader in door opening solutions, dedicated to satisfying end-user needs for security, safety and convenience. 

The quality and environmental systems 
used by Abloy Oy guarantee that 
customers can be certain of ABLOY® 
quality in every field. We received our 
first Quality System Certificate - SFS-
EN ISO 9001 - in 1989. Just eight 
years later, Abloy Oy was one of the 
first companies in Finland to be granted 
an SFS-EN-ISO 14001 Environmental 
System Certificate.
   Our products are designed and 
manufactured not only to provide high 
levels of security, but also to be reliable, 
user-friendly and aesthetically pleasing.
ABLOY® is your sign for security.

ABLOY® is a registered trademark of Abloy Oy, one of the leading 
manufacturers of locks, locking systems and architectural hardware and 
the world’s leading developer of products in the field of electromecha-
nical lock technology.

The unique ABLOY® detainer disc cylinder mechanism has several 
advantages over conventional locking mechanisms. Ever since its 
invention in 1907, it has been a symbol of high security and superior 
performance.

Our range consists of electromechanical locks, cam locks, padlocks, office 
furniture locks, rim locks, lock cases, cylinders for different types of 
mortice locks, door closers, door automatics and architectural hardware. 
ABLOY® locking solutions for every application are available from our 
world-wide network of distributors.

Customer-oriented development, combined with our long experience 
and extensive security expertise, mean that ABLOY® security solutions
employ the very latest technology to meet your needs.

ABLOY® – the sign for security




